
RITCHEY ROAD LOGIC 
FRAME GEOMETRY

Front derailleur clamp: 28.6mm; Bottom Bracket: 68mm English RLMY17
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A – Top tube (effective)

B – Top tube (actual)

C – Seat tube (c-t)

D – Seat tube angle

E – Head tube length

F – Head tube angle

G – BB drop

H – Chainstay

I – Wheelbase

J – Standover height*

K – Stack

L – Reach

M – Fork rake

N – Fork Length

200mm

These are the Ritchey typeface and TR logos. 

They are the standard Ritchey logos to be used 

on all packaging, advertising, production of 

printed collateral materials and, on the products 

themselves.

Note: Black fields behind logos shown on this 

page represent a dark background only and are 

not part of the logo

RITCHEY
BRAND GUIDE

brand logos

Frame Size 49cm 51cm 53cm 55cm 57cm 59cm

A Top tube (effective) 518 532 548 563 575 590

B Top tube (actual) 511 524 537 551 563 577

C Seat tube (c-t) 465 485 505 525 545 565

D Seat tube angle 75.0º 74.5º 74.0º 73.5º 73.5º 73.5º

E Head tube length 100 115 140 160 180 200

F Head tube angle 72.0º 72.5º 73.0º 73.5º 73.5º 73.5º

G BB drop 72 72 72 70 70 70

H Chainstay 410 410 415 415 415 415

I Wheelbase 975 981 993 996 1008 1018

J Standover height 735 753 774 795 815 835

K Stack 507 523 549 568 587 609

L Reach 382 387 391 395 401 410

M Fork rake 46 46 46 43 43 43

N Fork Length 368 368 368 368 368 368

Axle to crown 371 371 371 371 371 371

Post diameter 27.2 27.2 27.2 27.2 27.2 27.2


